Paper Tray 1 & 2 — Paper Handling Module

Tray 1 and 2 Paper Weight Selector Switch

The Tray 1 and 2 Weight Selector Switches are used to inform the control logic what weight
paper is loaded in the selected tray. There are five weight ranges from 64 to 220 gsm. If the
operator fails to set the correct paper weight the machine could have fusing, decurling and

jamming problems due to incorrect paper handling settings. See next page for paper weight
chart.
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Paper Tray 1 & 2 — Paper Handling Module

Tray 1 and 2 Paper Weight Selector Switch (continued)

Weight Conversion Ranges

Gram Xerographic | Offset, Text, | Cover, Ibs Index, Ibs Bristol and
Weight Bond, Book, Ibs Tag, Ibs
g/m2 Writing, lbs

17"x 22" 20" x 26" 25" x 38" 25.5"x30.5" | 22.5"x28.5"

500 sheets | 500 sheets 500 sheets 500 sheets 500 sheets
64- 80 17- 21 Ibs 24- 30 lbs 43 - 54 Ibs 35- 44 Ibs 29- 36 Ibs
81-105 | 22-28Ibs 31-39lbs 55 - 70 Ibs 45- 58 Ibs 37 - 48 lbs
106 - 135 | 29- 36 Ibs 40 - 44 Ibs 71-90Ibs 59- 75 Ibs 49 - 62 Ibs
136 - 150 | 37- 40 Ibs 45 - 55 Ibs 91 -100 Ibs 76- 83 Ibs 63 - 67 Ibs
151 - 220 | 41- 59 Ibs 56- 81llbs | 101-1491bs | 84-1221lbs | 68 -100 Ibs
221 -280 | 60 -74 Ibs 82-1041bs | 150-1891Ibs | 123-166 Ibs | 101-128 Ibs
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