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DC 3535, 2240/1632, WC M24, 2101, 1010, DC12/DCCS 50 PWS Diagnostics Tool V2.7
Part number 701P41461, CD dated 18 Feb 04

IMPORTANT NOTICE: This CD requires Next Generation PWS Release 9.0 or higher to be installed.

Change Highlights

» DC12/DCCS 50 products added to the Diagnostic tool. Batch Write capability added to dC351.

e DC945, optical axis calibration chart has additional column to display marks to turn to adjust hardware
» DC129 for DC3535, 2240/1632, WC M24 has description box and Wizard to improve usability.

INSTALLATION INSTRUCTIONS
If you have the older version of the DC 3535, 2240/1632, WC M24, 2101,1010 PWS Diagnostics Tool already installed,
Uninstall the DC 3535, 2240/1632, WC M24, 2101,1010 PWS Diagnostics Tools by selecting Start> Settings> Control
Panel> Add/Remove Programs> Xerox PWS Diagnostics Tools. Select the Add/Remove button and then click Yes in
the Confirm File Deletion dialog box. If a “Remove Shared File?” popup appears, select No To All. At the “Uninstall
successfully completed” message, select OK to continue.
If you have a version of the 2101/1010 PWS Diagnostics Tool already installed,
Uninstall the 2101/1010 PWS Diagnostics Tools by selecting Start> Settings> Control Panel> Add/Remove Programs>
Xerox 2101/1010 PWS Tools. Select the Add/Remove button and then click Yes in the Confirm File Deletion dialog box.
If a “Remove Shared File?” popup appears, select No To All. At the “Uninstall successfully completed” message, select
OK to continue.
If you have an older version of the DocuColor 12/ DCCS 50 PWS Diagnostics Tool already installed,
Uninstall the DocuColor 12/ DCCS 50 PWS Diagnostics Tools by selecting Start> Settings> Control Panel>
Add/Remove Programs> Xerox DC12/DCCS 50 PWS Tool. Select the Add/Remove button and then click Yes in the
Confirm File Deletion dialog box. If a “Remove Shared File?” popup appears, select No To All. At the “Uninstall
successfully completed” message, select OK to continue.

Perform the following steps to install the DC 3535,2240/1632,WC M24, 2101,1010, DC12/DCCS 50 PWS Diagnostics Tool on your
PWS:

Insert the CD-ROM into your CD-ROM Drive.

Click Start on the Taskbar.

Select Run.

On the command line, type g:\DIAGNOSTICS_v2_7\setup.exe. (If g:\'is not your CD-ROM drive, substitute the drive letter for
your CD-ROM drive.) Select OK.

E. Read the “Welcome” screen, then select Next.

F. Read the Software License Agreement screen and select Yes to accept.

G. Complete the user information, if required, then select Next.
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Select Next to begin copying files.
After the "Setup Complete" frame displays, informing you the installation is complete, select Finish.
ote: If the tool will not launch from Your Products or Product Tools, rerun the pws_9x.sql file in XPRO Maintenance.

UNINSTALL INSTRUCTIONS for the DC 3535, 2240/1632, WC M24, 2101, 1010, DC12/DCCS 50 PWS
Diagnostics Tool

A. To uninstall the DC 3535,2240/1632,WC M24, 2101,1010, DC12/DCCS 50 PWS/Diagnostics Tools, select Start> Settings>
Control Panel> Add/Remove Programs> Xerox PWS Diagnostics Tools.

B. Select the Add/Remove button and then click Yes in the “Confirm File Deletion” dialog box. If a “Remove Shared File?” popup
appears, select No To All.

C. At the “Uninstall successfully completed” message, select OK. If you need to re-install the tool, repeat the INSTALLATION
INSTRUCTIONS.
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