O!KYOCERA  service Bulletin 1+

SB Number: | SB 2AV-042 Creation Date: 06/04/2004
Subject: Black line on image (scanning through DP)
Model: KM-1530/ 2030

Phenomenon & Cause
When scanning an original through the DP (document processor), dust may adhere to the contact glass

causing stains, and as a result a black line may appear on the copied image.

Countermeasure
To prevent the occurrence of black lines on the image, the following changes have been implemented

1) The ‘CONTACT GLASS, ADF’ (No.1) has been changed to a new type with a high dust-proofing DP
and is supplied as field spare part.

ATTENTION POINT

Please mind that if the new contact glass with high dust-proofing is wiped with a wet cloth, the surface coating
may come off and the effectivity of dust-proofing strongly deteriorates.

Please DO NOT clean the new CONTACT GLASS, ADF (P/N: 2FG12020) with a wet cloth!

Parts Table

No P?\Irltz\ll\lvo. Description Qty
1 2FG12020 CONTACT GLASS, ADF 1
2 35912531 SPONGE, ORIGINAL SIZE INDICATOR 1
3 2FA05060 LABEL DP, OPERATION 1
4 2FA05060 LABEL DP, INSTALLATION PROCEDURE 1

Field Measure

If the phenomenon arises, please replace old part 1. with new part.

When replacing the contact glass, please replace label 3. and 4. at the same time (see next page for
attaching procedure).

Attach the ‘'SPONGE, ORIGINAL SIZE INDICATOR’ (P/N: 35912531) to new part No.1. (See next page for
attaching procedure of ‘'SPONGE, ORIGINAL SIZE INDICATOR).

« Please explain to the end user not to wipe the new contact glass with wet cloth.

It is possible to make a distinction between old and new contact glass, ADF (No. 1) by the marking as follows.

L Coating surface
Distinction between old and new contact glass (No.1) :

OLD: No marking — marking
NEW: White marking on the side )
Left side of \
machine

Front side of machine
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Attaching procedure for LABELS

Please attach ‘LABEL
DP, INSTALLATION
PROCEDURE’ (No.4) at
setup or delivery.

DP paper feed cover

Before attaching label no. 2 and 3, please peel off old
labels and clean the surface for with alcohol.

Attaching procedure for ‘SPONGE, ORIGINAL SIZE INDICATOR’ (P/N: 35912531)

. . Left side of machine .
Front side of machine r )
Clean the surface of the contact glass with dry cloth before

attaching ‘'SPONGE, ORIGINAL SIZE INDICATOR’

A~ Z i (Do not wipe with wet cloth!) '

marking

‘SPONGE, ORIGINAL SIZE INDICATOR’ coated surface

View from ‘A’

Nol. coated surface
. \L 16.5 mm
marking

L]

+0.5 mm

‘SPONGE, ORIGINAL SIZE INDICATOR’
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