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SB Number: SB 2GR-025                           Creation Date: 18/02/2009

Subject:
The pulley’s scanner have been changed for efficiency 
improvement

Model: KM-3050/4050/5050, KM-C2520/3225/3232/2525E/3232E/4035E

Classification
Field measure When replacing a pulley scanner, be aware that the types used for the mirror frame B and the 

scanner main frame have a different shape.

Entire stock rework In-field modification at next visit No modification necessaryIn-field modification by case X

Parts No. Old Parts 
No.

New Parts 
No.

Description Q’TY Interchange-
ability

SP

Old New Old New
1 302GR17820

2GR17820
302H717160
2H717160

PULLEY SCANNER 8 4 O O -

302GR17820
2GR17820

302H717370
2H717370

PULLEY SCANNER 8 4 O O -

C2895950 ------------ SHIM 6.2-1.0T 4 - X - -

Affected serial 
numbers

Type Serial number
KM-3050/4050/5050, KM-C2520/3225/
3232/2525E/3232E/4035E

Not available

Contents of 
changes

To improve efficiency, the same type of pulley scanner used at the scanner main frame and mirror 
frame B has been replaced with 2 different types as followed:

• Pulley scanner 302GR17820 (4 pieces) at the scanner main has been replaced with pulley 
  scanner 302H717160 (4 pieces) and shim 6.2-1.0T (4 pieces) has been discontinued.   
• Pulley scanner 302GR17820 (4 pieces) at mirror frame B has been replaced with pulley 
  scanner  302H717370 (4 pieces).

Old condition; Pulley 
scanner 302GR17820 
8 pieces (White colour) 

New condition; Pulley 
scanner 302H717160 
(4 pieces) at the 
scanner main frame

New condition; Pulley 
scanner 302H717370 
(4 pieces) at the 
mirror frame B

6 mm (White colour)

5,55 mm (Black colour)

Thicker bearing, making the 
shim redundant

Higher tolerance against 
movement of mirror frame B
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New condition at the mirror frame B; Pulley scanner 
302GR17820 has been replaced with pulley scanner 302H717370. 

New condition at the scanner main frame; Pulley scanner 302GR17820 
has been replaced with pulley scanner 302H717160 and shim 6.2-1.0T has 
been discontinued.

Pulley scanner

Shim 6.2-1.0T

Pulley scanner


