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Application

This manual has been issued by Canon Inc. for qualified persons to learn technical theory,
installation, maintenance, and repair of products. This manual covers all localities where the

products are sold. For this reason, there may be information in this manual that does not
apply to your locality.

Corrections

This manual may contain technical inaccuracies or typographical errors due to improvements
or changes in products. When changes occur in applicable products or in the contents of this
manual, Canon will release technical information as the need arises. In the event of major

changes in the contents of this manual over a long or short period, Canon will issue a new
edition of this manual.

The following paragraph does not apply to any countries where such provisions are
inconsistent with local law.

Trademarks

The product names and company names used in this manual are the registered trademarks
of the individual companies.

Copyright

This manual is copyrighted with all rights reserved. Under the copyright laws, this manual may

not be copied, reproduced or translated into another language, in whole or in part, without the
consent of Canon Inc.

© CANON INC. 2011

Caution

Use of this manual should be strictly supervised to avoid disclosure of confidential
information.



Explanation of Symbols The following rules apply throughout this Service Manual:
The following symbols are used throughout this Service Manual.

1. Each chapter contains sections explaining the purpose of specific functions and the

Symbols Explanation Symbols Explanation relationship between electrical and mechanical systems with reference to the timing of

operation.

In the diagrams, - represents the path of mechanical drive; where a signal
name accompanies the symbol, the arronw —— indicates the direction of the
electric signal.

The expression "turn on the power" means flipping on the power switch, closing the
front door, and closing the delivery unit door, which results in supplying the machine with
power.

Check. Remove the claw.

Check visually. Insert the claw.

(]

2. In the digital circuits, '1" is used to indicate that the voltage level of a given signal is
Use the bundled part. "High", while '0' is used to indicate "Low". (The voltage value, however, differs from
circuit to circuit.) In addition, the asterisk (*) as in "DRMD*" indicates that the DRMD
signal goes on when '0'.

Check the noise.

=
°

In practically all cases, the internal mechanisms of a microprocessor cannot be checked
in the field. Therefore, the operations of the microprocessors used in the machines

are not discussed: they are explained in terms of from sensors to the input of the DC
controller PCB and from the output of the DC controller PCB to the loads.

N\

Disconnect the connector. Push the part.

o
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Connect the connector. Plug the power cable.

The descriptions in this Service Manual are subject to change without notice for product
improvement or other purposes, and major changes will be communicated in the form of
Service Information bulletins.

All service persons are expected to have a good understanding of the contents of this Service
Manual and all relevant Service Information bulletins and be able to identify and isolate faults
in the machine.

Remove the cable/wire
from the cable guide or wire
saddle.

Turn on the power.

20506066

Set the cable/wire to the
cable guide or wire saddle.

Remove the screw.

Tighten the screw.
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n Safety Precautions > Handling of Laser System

CDRH Act

The Center for Devices and Radiological Health of the US Food and Drum Administration put
into force regulations concerning laser products on August 2, 1976. These regulations apply
to laser products manufactured on and after August 1, 1976, and the sale of laser products
not certified under the regulations is banned within the Untied States. The label shown here
indicates compliance with the CDRH regulations, and its attachment is required on all laser
products that are soled in the United States.

4 )

CANON INC.

30-2,SHIMOMARUKO,3-CHOME,OHTA-KU,TOKYO,
146.JAPAN

MANUFACTURED :

THIS PRODUCT CONFORMS WITH DHHS RADIATION
PERFORMANCE STANDARD 21CFR CHAPTERT
SUBCHAPTER J.

F-0-1

A

A different description may be used for a different product.

Laser Safety

Laser beam radiation may pose a danger to the human body. A laser scanner mounted on the

machine is sealed with the protection housing and external cover to prevent the laser beam
from leaking to the outside. The laser beam never leaks out of the scanner as far as users
operate the machine normally.

This product is certificated as a Class 1 laser product under IEC60825-1:2007.

n Safety Precautions > Handling of Laser System
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Handling of Laser System

When servicing the area around the laser assembly, be sure to turn off the main power.
The machine's covers that can reflect laser light are identified by means of a warning label
(Figure). If you must detach a cover showing the label, be sure to take extra caution during
the work.

4 1+ nmasn-m;,"m".“:r:"“'“"\
CAUTION - BiEe e e s
Jrespmp—

ATIENTION - Ssecsar s o uios
e e
PRECAIGIN - S s s e e
VARNING - SiLsssrmt s nes e svoyasics dersiaan
VAROITUS - st ot s ks

& - SNTARRRALEN, EAFTRAGEMY,
g g :mwpﬁawmn—:m
I R e
/
F-0-2
0-2



n Safety Precautions > Notes Before it Works Serving

Turn power switch ON

The machine is equipped with 2 power switches: main power switch and control panel power
switch.

The machine goes on when the main power switch is turned on (i.e., other than in low power
mode, sleep mode).

A

Do not turn off the main power switch while the progress bar is indicated, during which
access is made to the HDD. If deprived of power, the HDD can suffer a fault (E602).

ImageRUNNER

ADVANCE

Starting... Please wait o whils. ..
e —————————

n Safety Precautions > Notes Before it Works Serving

Safety of Toner

o About Toner

The machine's toner is a non-toxic material made of plastic, iron, and small amounts of dye.

A

Do not throw toner into fire. It may cause explosion.

o Toner on Clothing or Skin

« If your clothing or skin has come into contact with toner, wipe it off with tissue; then, wash it
off with water.

* Do not use warm water, which will cause the toner to jell and fuse permanently with the
fibers of the cloth.

» Tonner is easy to react with plastic material, avoid contact with plastic.

Notes When Handling a Lithium Battery

>|

RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE.
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS.

Notes Before it Works Serving

’I

At servicing, be sure to turn OFF the power source according to the specified steps and
disconnect the power plug.

0-3



n Safety Precautions > Points to Note at Cleaning
Points to Note at Cleaning

A

When performing cleaning using organic solvent such as alcohol, be sure to check that
the component of solvent is vaporized completely before assembling.

n Safety Precautions > Points to Note at Cleaning
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n Product Overview > Product Lineup > Pickup/Delivery System Option > Applicable Option for Each Model

Product Lineup

o Main Body

imageRUNNER ADVANCE 8205 / 8295 / 8285
*The underlined numerical value indicates the print speed (ppm: print per minute).

Print speed 105 ppm 95 ppm 85 ppm
Positioning Target machine: iR7105

Control Panel Upright Control Panel

HDD Standard: 160 GB, Maximum: 1 TB

Communication method ARCNET (*)/ IPC (**)
with pickup/delivery option
Pickup/delivery option
Pickup and delivery options|The equipments that can be connected vary according to the
communication method.

T-1-1
* ARCNET: Communication system used in the iR7105 series. Features are as follows.
Enables real time communication among multiple connected devices.
Devices can be easily added (high extensibility)
** IPC: Communication system used in current low and mid speed models, for communication
with paper deck and finisher.

1-2

o Pickup/Delivery System Option

B Applicable Option for Each Model

There are two main groups of pickup and delivery options, depending on the communication
I/F used.

@ Combinations
A. imageRUNNER ADVANCE 8105PRO/8095PR0O/8085PRO ARCNET Communication
Option

Document Insertion Unit-K1 .
Paper Folding Unit-H1 POD Deck Lite-A1

=18
— \

Staple Finisher-Q1 Professional Puncher-C1*! Paper Deck Unit-C1
/ Booklet Finisher-Q1 + Professional Puncher Integration Unit-B1*1
F-1-2
*1: Other than CMJ, CCN, TAIWAN
Puncher Unit- BS1/BT1/BU1 is available as an option.
B. imageRUNNER ADVANCE 8085PRO IPC Communication Option
POD Deck Lite-A1
Paper Folding Unit-H1 Document Insertion Unit-K1 Paper Deck Unit-C1
Staple Finisher-N1 Professional Puncher-C1*!
/ Booklet Finisher-N1 + Professional Puncher Integration Unit-B1*!
F-1-3
*1: Other than CMJ, CCN, TAIWAN
Puncher Unit- BE1/BF1/BG1/BH1 and Inner Trimmer-A1 are available as an option.
1-2
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n Product Overview > Product Lineup > Pickup/Delivery System Option > Required Options/Conditions

1-3
] Required Options/Conditions Product name Required options, conditions, etc.
(Japan)
[ ] Pickup System Options Booklet Finisher-Q1  [Paper weight: 52 to 300g/m*
PRO Maximum stacking capacity: 5,000 sheets (A4, B5, LTR)
Product name Required options, conditions, etc. The number of sheets to be stitched:
Paper Deck Unit-C1 Pickup method: retard method Staple:100 sheets (A4, B5, LTR)
Pickup capacity: 3,500 sheets (80 g/m?) Saddle: 25-sheet saddle stitching
Paper type: thin paper, plain paper, heavy paper, color paper, recycled Staple Finisher-Q1 Paper weight: 52 to 300g/m®
paper, pre-punched paper PRO Maximum stacking capacity: 5,000 sheets (A4, B5, LTR)
Paper size: A4, B5, LTR The number of sheets to be stitched:
Paper weight: 52 to 220 g/m? Staple:100 sheets (A4, B5, LTR)
Double feed detection: not available Staple Finisher-N1 Paper weight: 52 to 256 g/m’
POD Deck Light-A1 Pickup method: air separation method Maximum stacking capacity: 4250 sheets (A4, B5, LTR)
Pickup capacity: 3,500 sheets (80g/m?) The number of sheets to be stitched: 100 sheets (A4, B5, LTR)
Paper type: thin paper, plain paper, heavy paper, color paper, recycled Booklet Finisher-N1 Paper weight: 52 to 256 g/m?
paper, pre-punched paper Maximum stacking capacity: 4250 sheets (A4, B5, LTR)
Paper size: BS to 13" x 19.2” Staple: 100 sheets (A4, B5, LTR)
Paper weight: 52 tq 256 g/m” ) Saddle: 20-sheet saddle stitching
Double feed detection: not available Puncher Unit-BE1 Option for Staple Finisher-N1/Booklet Finisher-N1. AB, 2 holes
Cassette Heater Unit-38 For cassette of main body Paper size : A3, A4, A4R
CLA, CAUS, CSPL, CHK, CCN, CKBS, TAIWAN only Paper weight: 52 to 256 g/m?
Paper Deck Heater Unit-A1 |Option for Paper Deck Unit-C1 CMJ only
CMJ, CLA, CSPL, CHK, CKBS, TAIWAN only Puncher Unit-BF1 Option for Staple Finisher-N1/Booklet Finisher-N1. Inch, 2 holes / 3 holes
In the 230V areas other than the areas above, this is set as a service Paper size : 11" x 17”, LGL, LTR, A3, A4
part. Paper weight: 52 to 256 g/m®
T-1-2 CUSA, CClI, CLA, CAUS, CKBS only
; ; Puncher Unit-BG1 Option for Staple Finisher-N1/Booklet Finisher-N1. FRN, 2 holes / 4 holes
@ Delivery System Options Paper size : A3 to Ad
Product name Required options, conditions, etc. Paper weight: 52 to 256 g/m’
(Japan) Other than CMJ, CUSA, CClI
Insertion Unit-K1 Staple Finisher/Booklet Finisher is required at the downstream side. Puncher Unit-BH1 Option for Staple Finisher-N1/Booklet Finisher-N1. SWE, 4 holes
Pickup capacity: Max. 400 sheets (200 sheets each for Upper Tray and Paper size : A3 to A4 ,
Lower Tray) Paper weight: 52 to 256 g/m
Paper type: thin paper, plain paper, heavy paper, color paper, recycled CEL only
paper, pre-punched paper, Index paper, Tracing paper, coated paper Punch Unit-BS1/BT1/ [Booklet Finisher-Q1 PRO/Staple Finisher-Q1 PRO options
Paper size: B5 to 13" x 19.2” BU1 BB1: inch, 2/ 3 holes
Paper weight: 52 to 256 g/m® BC1: 2/ 4 holes
Professional Professional Puncher Integration Unit-B1 is required. BD1: four holes
Puncher-C1 Staple Finisher/Booklet Finisher is required at the downstream side. Staple-N1 Plain Staple Cartridge. Option for Booklet Finisher-Q1 PRO/Staple
Other than CMJ, CCN, TAIWAN Finisher-Q1 PRO
Professional Puncher |A pair with Professional Puncher-C1 Staple-P1 Saddle Staple Cartridge. Option for Booklet Finisher-N1.
Integration Unit-B1 Staple Finisher/Booklet Finisher is required at the downstream side. Booklet Trimmer-D1 _ |Upstream requires Booklet Finisher-Q1 PRO
Other than CMJ, CCN, TAIWAN 713
Paper Folding Unit-H1 [Staple Finisher/Booklet Finisher is required at the downstream side.
Folding type: Z-Fold, C-Fold, Half-Fold, Accordion Z-Fold, Double Parallel
Fold
Paper size: A4R, LTRR (Z-Fold: A3, B4, A4R, LTRR, LGL, 11" x 177)
Paper weight: 52 to 105 g/m® (Double Parallel Fold: 52 to 90 g/m?)

1-3
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n Product Overview > Product Lineup > Scanning System Options > Required Options and Conditions

O Scanning System Options
B Required Options and Conditions

Duplex Color Image Reader Unit-G1

Reader Heater
Unit-G1

\

\

ADF Access Handle-A1

Printer Cover-B1

F-1-4

n Product Overview > Product Lineup > Scanning System Options > Required Options and Conditions

1-4
Product name Required options, conditions, etc.
Duplex Color Image Reverse 2-sided scanning
Reader Unit-G1 B/W (1-sided/2-sided): 600 dpi=85/40 ipm, 300 dpi: 85/40 ipm
Color (1-sided/2-sided): 600 dpi=51/20 ipm, 300 dpi:85/40 ipm
Paper weight:
<1-sided> AB configuration: 38 to 220 g/m?, Inch configuration: 50 to 220
g/m?

<2-sided> 50 to 220 g/m?

Color original, or color-mixed original: 64 to 220 g/m®
Stacking capacity: Max. 300 sheets

Other than CEL

Reader Heater Unit-G1

Option for Duplex Color Image Reader Unit-G1
CMJ, CLA, CSPL, CHK, CCN, CKBS, TAIWAN only

ADF Access Handle-A1

It is the cover to be installed at the top of the host machine when using this
equipment as a printer model.

Printer Cover-B1

It is the handle to support opening and closing the Feeder.

T-1-4
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O Function Expansion System Options

B Required Options and Conditions

Voice Guidance Kit-F2

1 Voice D

+ Guidance !

., PCB '
Serial Interface Kit-K1

Copy Control Interface Kit-A1

HDD Mirroring Kit-G1
HDD Data Encryption & Mirroring Kit-C5 \

Utility Tray-A2

Handset G2

Card Reader-F1
Copy Card Reader Attachment-A2

%@/

2.5inch/160GB HDD-J1
2.5inch/1TB HDD-K1

i
'

'

'

. Removable \

. HDDKit-AG1 %
'

'

v

'

'

'

Multimedia Reader/
Writer-A2

+ Voice
. Guidance
Unn

Licence option

B

Type D (512M

imagePASS-U2
Addmonal Memory b
B)

Data Analyzer Board-B1

Super G3 FAX Board-AL1
Super G3 2nd Line Fax Board-AL1

Super G3 3rd/4th Line Fax Board-AL1 [T !

@ Hardware Products
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Product name

Required options, conditions, etc.

Utility Tray-A2

Using with Handset-G2 is not available.
No particular options and conditions are required.

Card Reader-F1

Copy Card Reader Installation Kit-A2 is required.
Using with Serial Interface Kit-K1 and Control Interface
Kit-A1 is not available.

Copy Card Reader Installation Kit-A2

Required when Card Reader-F1 is installed.

Super G3 FAX Board-AL1

No particular options and conditions are required.

Super G3 2nd Line Fax Board-AL1

Super G3 FAX Board-AL1 is required.

Super G3 3rd/4th Line Fax Board-AL1

Super G3 FAX Board-AL1 is required.
Other than CEL, CCN

Handset-G2

Super G3 FAX Board-AL1 and Super G3 2nd Line Fax
Board-AL1 is required.

Using with Utility Tray-A2 is not available.

CMJ only

imagePASS-U2

No particular options and conditions are required.
Other than CMJ, CCN

Voice Guidance Kit-F2

Product configuration consists of Voice Guidance PCB and
Voice Guidance Unit.

No particular options and conditions are required.

Other than CMJ, CCN, CKBS

HDD Data Encryption/Mirroring Kit-C5

Not available for China models.

USB Device Port-A2

The product consists of USB 2 Port HUB PCB only.
No particular options and conditions are required.
CEL is standard

Expansion Memory Type D (512 MB)

Required when 600dpi color scanning (mode) is used.

Option HDD (2.5 inch/160GB)-J1

This is used when the mirroring function is used with HDD
Mirroring Kit-G1 or HDD Data Encryption & Mirroring
Kit-C5.

No particular options and conditions are required.

Option HDD (2.5 inch/1TB)-K1

This is used when the mirroring function is used with HDD
Mirroring Kit-G1 or HDD Data Encryption & Mirroring
Kit-C5.

No particular options and conditions are required.

HDD Mirroring Kit-G1

Option HDD (2.5 inch/160 GB)-J1 or Option HDD (2.5
inch/1TB)-K1 are required.

HDD Data Encryption/Mirroring Kit-C5

When performing mirroring, either the Option HDD (160
GB) or the Option HDD (1 TB) is required.
Other than CCN

Removable HDD Kit-AG1

No particular options and conditions are required.

Document Scan Lock Kit-B1

No particular options and conditions are required.
CMJ only

Multimedia Reader/Writer-A2

USB Device Port-A2 is required.
To support the CF, the SD memory and the memory stick.

SC Kit

CMJ only
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Product name Required options, conditions, etc.

1-6

Serial Interface Kit-K1 Required when the coin manager is connected.
Using with Card Reader-C1 and Control Interface Kit-A1 is

not available.

Product name

Required options, conditions, etc.

PCL Printer Kit-AU1

No particular options and conditions are required.
Other than CMJ

Control Interface Kit-A1 Required when the coin manager is connected.
Using with Card Reader-C1 and Serial Interface Kit-K1 is

not available.

PS Printer Kit-AU1

No particular options and conditions are required.
Other than CMJ

T1-5

@ License Products

At the time of installation, obtain the license number according to the license certificate
included. Then, enter the obtained license number from the Control Panel of the machine, so
that the applicable functions are enabled.

There is no physical installation work at the time of installation.

Universal Send Advanced Feature Set-D1

No particular options and conditions are required.
Other than CMJ

Universal Send Advanced Feature Set-E1

No particular options and conditions are required.
CEL only

Universal Send Advanced Feature Set-F1

No particular options and conditions are required.
CUSA only

Scan Solution Security Function Expansion
Kit-A1

No particular options and conditions are required.
CMJ only

Universal Send Security Feature Set-D1

No particular options and conditions are required.
Other than CMJ, CCN

Direct Print Expansion Kit (for PDF/XPS)-H1

No particular options and conditions are required.
CMJ, CUSA, CLA, CEL, CAUS only

Direct Print Kit (for PDF)-H1

No particular options and conditions are required.
CLA, CSPL, CHK, CCN, CKBS, TAIWAN , CAUS,
CIPL only

Direct Print Kit (for XPS)-H1

No particular options and conditions are required.
CLA, CSPL, CHK, CCN, CKBS, TAIWAN , CAUS,
CIPL only

Universal Send Digital User Signature Kit-C1

No particular options and conditions are required.
CUSA, CEL, CAUS only

Remote Operation Kit-B1

No particular options and conditions are required.
Other than CMJ

Data Erase Kit-C1

No particular options and conditions are required.

Encrypted Secure Print Software-D1

No particular options and conditions are required.
CUSA, CLA only

Encrypted Printing Software-D1

No particular options and conditions are required.
CEL, CAUS, CSPL, CHK, TAIWAN only

Barcode Printing Kit-D1

Other than CMJ

Secure Watermark-B1

No particular options and conditions are required.

Document Scan Lock Kit-B1

No particular options and conditions are required.

ACCESS MANAGEMENT SYSTEM KIT-B1

No particular options and conditions are required.
Other than CKBS, TAIWAN

Web Access Software-H1

No particular options and conditions are required.
Other than CKBS

iR-ADV Security Kit-G1 for IEEE 2600.1
Common Criteria Certification

Remote Fax Kit-A1

No particular options and conditions are required.
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Features

o Product Features

High productivity EE
High image quality Energy saving
L ]3 a Drum Heater is OFF
8-beam laser \M at night
[ === :
| ] c .
High productivity ﬂp < High image quality

Silent machine 3 A2 O o T=
9 Twin development
Whole circumference L2
[ T ’ wo S

IH fixing
f N B. 3 . ”
N\ High image quality
c 0 )
| @ S - A-Si drum (¢84)
Silent machine N ] ® ® - pO toner
© © ® O - ETB (Rubber Belt)
Air flow improved 5 - Charging Assembly
Shutter
J
High productivity - ‘ 2 High productivity
High image qualit Y A
J ey o ° = ONS Pickup supporting
[ Next generation ] OS 1 13%19.2
© -
Controller - Q=g 23 220gsm paper )
o 5
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o Service Features
B Improved Service Operability

@ Removing of the Process Unit becomes easy.

The Process Unit can be removed by accessing only from the front side.
<Preparation>

1)Open the Inner Cover.

2)Remove the Primary Charging Assembly.

3)Remove the Pre-transfer Charging Assembly.

<Procedure>
1)Remove the 2 screws.

2)Remove the Drum Fixation Cylinder by removing the screw for installing the Drum Fixation
Cylinder, and remove the Process Unit.

Screw (RS Tightening)

Screw (for installing
the Drum Fixation Cylinder)

F-1-7
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@ Easy access to the parts at rear side.

Since the Rear Cover Unit becomes a retractable unit, access to the parts at rear side
becomes easy.
<Procedure>

1)Remove the Reader Communication Cable.
2)Remove the 4 screws, and open the Controller Box in the direction of the arrow.

.

»

F-1-8
@ Performing the rear side work while checking the Control Panel is
possible.

By removing the Rotation Control Screw, the Upright Control Panel can be turned to face the
rear side.

As a result, service modes can be executed even when working at rear side of the host
machine.

<Procedure>

1)Remove the Shaft Support Cover Left.

2)Remove the screw on the arm, and turn the Upright Control Panel.

Upright Control
Panel
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B New Service Mode

The description of each service mode item is displayed as well.

@ Features

» Display in natural language

 Items in the following are newly classified: COPIER > OPTION > BODY
» Enhanced I/O information

» The description of error code/alarm code is displayed.

» Easy switching of screens between Level 1 and Level 2

B Improved Upgrading Operability

Almost all of the options (*) can be upgraded through the host machine.
SST (Service Support Tool) is used for upgrading as usual.

* Excluding Document Insertion Unit-K1, Paper Folding Unit-H1 and Professional
Puncher-C1.

F-1-10
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To upgrade the Professional Puncher-C1, connect the Professional Puncher with the PC

which the firmware (built-in downloader) was installed.
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B Jam/Error Code Display Specifications Service Advantage
When a paper jam/error is reported from the user:
Jam Code » The location (device) causing the paper jam/error can be recognized before the service

Jam Code” and “Location Code” are displayed on the screen (*) when a paper jam occurs. technician is sent to the user site.

i » The cause of trouble and the remedy can be assumed before the service technician is sent
. to the user site.
» Depending on the cause of the paper jam (e.g.: paper jam caused by wrong operation by
the user), support can be completed by the phone or e-mail. (Visiting to the user site is not
N\ necessary.)

aabbbb

aa : location
bbbb : jam code

F-1-11

Error Code

In addition to “Error Code”, “Location Code” is displayed on the screen when an error occurs.

femeemmeaae. Exxxxxx-yyyy-aa
" XXXXXX : error code

'
- A yyyy : sub-code
aa : location

F-1-12
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B Applying New Connectors

Newly-configured connectors are used as some connectors on each controller PCB.

@ Purpose

To prevent the communication error caused by the following:
» Loose/removed connector due to vibration during transportation
+ Half-inserted connector at the time of servicing

@ Features
« Easy to hold because the overall height of the housing is high
» Connector can be inserted with less force.

« Lever lock mechanism is available. Proper insertion can be determined by the sound (“snap”)
or clicky feeling

Points to Caution when Inserting/Removing the Connector:

Be sure to keep the following in mind during work:

While releasing the lever lock of the housing, hold the housing to remove. Do not
hold and pull the harness.

Be sure to insert the connector while the housing is positioned straight to the socket.
Do not tilt the housing to insert the connector.

1-10
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Specifications

o Product Specifications

Installation type of main body

Console type

Photoreceptor

84mm diameter amorphous silicon drum

Exposure method

Laser exposure method

Charging method

Corona + Grid charging method

Paper size Deck

A4, B5,LTR

Cassette

A3, B4, A4, A4R, B5, B5R, K8, K16, K16R, LDR, LGL,
LTR, LTRR, STMTR, EXEC, 11” x 17”(279.4 x 431.8 mm),
12” x 18” (304.8 x 487.7 mm), SRA3 (320 x 450 mm), 13”
x 197(330.2 x 482.6 mm), Custom paper size (139.7 x 182
mm to 330.2 x 487.7 mm)

Multi-purpose Tray

Cassette feedable size, A5R, Postcard, Custom paper size
(100 x 139.7 mm to 330.2 x 487.7 mm), Long length paper
(487.8 mm to 630 mm)

Developing method

Dry, 1-component toner projection

Transfer method

Transfer Roller method

Separation metho

d

Transfer Belt

Transfer Belt

Pickup capacity |Right/Left Deck 1,500 sheets each (80 g/m?)
Upper/Lower 550 sheets each (80 g/m?)
Cassette

Multi-purpose Tray

100 sheets (80 g/m?)

Right/Left Deck Separation retard method
Upper/Lower Separation retard method
Cassette

Duplex method

Through pass

Multi-purpose Tray

Simple retard method

Cleaning method

Drum

Cleaning Blade

Memory capacity

For Main Controller 1: 1GB (standard)

For Main Controller 2: Max. 1GB (standard: 512MB, option:
512MB)

ETB

Cleaning Blade + Brush Roller

HDD capacity

Standard: 160 GB, Maximum: 1 TB

Fixing method

Heat Roller method

Environment temperature range

2.5t037.5deg C

Delivery method

Face-up/face-down

Environment humidity range

5 to 80 %RH

Type of toner

Magnetic negative toner

Environment atmosphere range

610 to 1013 hpa (0.6 to 1.0 atmospheric pressure)

Toner supplying method

Set-on

Toner level detection function

Yes

Noise At the time of
printing

75 dB or less

Leading edge ima

ge margin

2.5 mm +/- 1.5 mm

Rated power supply

See “Power Supply Specifications”.

Left image margin

2.5 mm +/- 1.5 mm

Warm-up time

At power-on 60 sec. or less
At recovery from |60 sec. or less
sleep mode

First copy time

2.7 sec. or less

Image gradations

256 gradations

Maximum power (At the time of
consumption printing

2.0 kW or less (100 V)
1.92 kW or less (120-127 V)
2.2 kW or less (220-240 V)

At the time of sleep

1.0 W or less (100 V, 120-127 V)
1.5 W or less (220-240 V)

At the time of save
mode

240 Wh or less

Print resolution

Max. 1,200 dpi x 1,200 dpi

Maximum image guaranteed area

305 x 482.7 mm

Maximum printable area

310 x 625 mm

Paper Type

Dimension with the Upright 645 (W) x 770 (D) x 1,220 (H) mm (including ADF)
Control Panel
without the Upright (1481 (W) x 770 (D) x 1,252 (H) mm
Control Panel

Weight 242 kg (including Reader + ADF)

Deck 52 to 220 g/m?
thin paper, plain paper, heavy paper, color paper, recycled
paper, pre-punched paper, letterhead bond paper
Cassette 52 to 220 g/m?

Deck feedable type, index paper, tab paper

Multi-purpose Tray

52 to 256 g/m’
Deck feedable type, transparency, labels, tracing paper,
postcard

n Product Overview > Specifications > Product Specifications
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o Power Supply Specifications:

n Product Overview > Specifications > Weight and Size

Power Japan Nort.h Europe Asia Australia
supply America
Fodieeme (nz?nu;Z?of v I (A) v I (A) v I (A) v I (A) v I (A)
) V) V) V) (V) V)
imageRUNNER ADVANCE |Power 100| 20 (120 | 16 | 220 10 | 220 10 |220| 10
8205 / 8295 / 8285 PRO outlet (1) -127 -240 -240 -240
POD Deck Lite-A1 Power 100|124 (120 5 |220| 1.2 220 1.2 |220| 1.2
outlet (1) -127 -240 -240 -240
Paper Deck Unit-C1 Main body - - - - - - - - - -
Insertion Unit-K1 Power 100 1.0|100|1.0[100]|1.0|100] 1.0 |100]| 1.0
outlet (1)  [-240 -240 -240 -240 -240
Paper Folding Unit-H1 Finisher - - - - - - - - - -
Professional Puncher-C1 Integration - - - - - - - - - -
Unit-B1
Professional Puncher Power - - [120]55(120]| 55 |120| 5.5|120| 5.5
Integration Unit-B1 outlet (1) -127 -127 -127 -127
Booklet Finisher-Q1 PRO Power 100| 10 |120-| 8 ([220-|] 8 |220- 8 |220-| 8
outlet (1) 127 240 240 240
Staple Finisher-Q1 PRO Power 100| 10 [120-] 8 |220-[ 8 |220-| 8 |220-| 8
outlet (1) 127 240 240 240
Staple Finisher-N1 Power 100 2.8 (100 2.8 |100| 2.8 |100| 2.8 |100| 2.8
outlet (1) |-240 -240 -240 -240 -240
Booklet Finisher-N1 Power 100 2.8 (100| 2.8 (100]| 2.8 |100]| 2.8 |100]| 2.8
outlet (1)  [-240 -240 -240 -240 -240
Booklet Trimmer-D1 Finisher - - - - - - - - - -
Punch Unit- BT / BS / BU Booklet - - - - - - - - - -
Finisher-F1
PRO
Puncher Unit-BE1 Finisher - - - - - - - - - -
Inner Trimmer-A1 Finisher - - - - - - - - - -
Duplex Color Image Reader |Main body | - - - - - - - - - -
Unit-C1
T-1-8

1-12

o Weight and Size
Product name Width (mm) | Depth (mm) | Height (mm) | Weight (kg)
imageRUNNER ADVANCE 8205 / 645 770 1220 242
8295 / 8285 PRO
POD Deck Lite-A1 601 621 570 50
Paper Deck Unit-C1 323 583 570 37
Insertion Unit-K1 746 793 1407 61
Paper Folding Unit-H1 336 793 1190 71
Professional Puncher Integration 250 792 1040 40
Unit-B1
Professional Puncher Unit-C1 305 792 1040 80
Booklet Finisher-F1 PRO 800 792 1239 181
Staple Finisher-F1 PRO 800 792 1180 129
Staple Finisher-D1 654 765 1040 61
Booklet Finisher-D1 767 765 1040 108
Booklet Trimmer-D1 1575 770 1040 152
Punch Unit-BB1/BC1/BD1 78 655 131 3
Puncher Unit-BE1/BF1/BG1/BH1 95 715 392 3.7
Inner Trimmer-A1 251 625 403 32
Duplex Color Image Reader Unit-G1 635 605 262 39.4
T-1-9
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o Productivity (Print Speed)
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Unit: sheets / minute

n Product Overview > Specifications > Productivity (Print Speed)

Feeding | Width imageRUNNER ADVANCE 8205 imageRUNNER ADVANCE 8295 imageRUNNER ADVANCE 8285 PRO
Paper type Size |direction | direction Deck / Cassette Multi-purpose Tray Deck / Cassette Multi-purpose Tray Deck / Cassette Multi-purpose Tray
(mm) (mm) 1-sided 2-sided 1-sided 2-sided 1-sided 2-sided 1-sided 2-sided 1-sided 2-sided 1-sided 2-sided
Plain paper A5R 210.0 148.5 105.0 52.5 80.0 40.0 95.0 47.5 80.0 40.0 85.0 42.5 80.0 40.0
(64 to 90 g/mz) STMTR| 215.9 139.7 105.0 52.5 80.0 40.0 95.0 47.5 80.0 40.0 85.0 42.5 80.0 40.0
Thin paper B5 182.0 257.0 105.0 52.5 80.0 40.0 95.0 47.5 80.0 40.0 85.0 42.5 80.0 40.0
(52 to 63 g/m’) A4 210.0 297.0 105.0 52.5 80.0 40.0 95.0 47.5 80.0 40.0 85.0 42.5 80.0 40.0
b (et | . LTR | 2159 279.4 105.0 52.5 80.0 40.0 95.0 47.5 80.0 40.0 85.0 42.5 80.0 40.0
S;at\?y?o 9/m)  "BsR | 2570 | 182.0 88.2 441 67.2 33.6 79.8 39.9 67.2 33.6 73.0 36,5 67.2 336
(181 to 220 g/mz) LTRR 279.4 215.9 81.1 40.6 61.8 30.9 73.4 36.7 61.8 30.9 67.0 33.5 61.8 30.9
Heavy 3 A4R 297.0 210.0 76.3 38.2 58.2 29.1 69.1 34.5 58.2 29.1 63.0 31.5 58.2 29.1
(221 to 256 gim?) | LGLR | 3556 [ 215.9 63.8 305 48.6 24.3 60.0 30.0 48.6 243 57.0 285 48.6 243
B4R 364.0 257.0 62.3 29.5 47.5 23.7 59.0 29.5 47.5 23.7 56.0 28.0 47.5 23.7
A3R 420.0 297.0 54.0 27.0 411 20.6 50.0 25.0 411 20.6 44.0 22.0 411 20.6
LDRR 431.8 279.4 53.0 26.5 40.0 20.0 49.0 24.5 40.0 20.0 43.0 21.5 40.0 20.0
SRA3 450.0 320.0 50.4 25.2 38.4 19.2 45.6 22.8 38.4 19.2 40.8 20.4 38.4 19.2
12X 18| 457.2 304.8 49.6 24.8 37.8 18.9 44.9 22.4 37.8 18.9 40.1 20.1 37.8 18.9
13X 19| 482.6 330.2 47.0 23.5 35.8 17.9 42.5 21.3 35.8 17.9 38.0 19.0 35.8 17.9
Bond LTR 215.9 279.4 35.0 17.5 35.0 17.5 35.0 35.0 35.0 17.5 35.0 17.5 35.0 17.5
LTRR 279.4 215.9 24.0 12.0 24.0 12.0 24.0 24.0 24.0 12.0 24.0 12.0 24.0 12.0
Tab A4 222.7 297.0 97.0 - - - 87.8 - - - 79.4 - - -
LTR 228.6 279.4 97.0 - - - 87.8 - - - 79.4 - - -
Transparency A4 210.0 297.0 - - - - - - 80.0 - - - 80.0 -
LTR 215.9 279.4 - 80.0 - - - - 80.0 - - - 80.0 -
T-1-10
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O Paper Type

Following shows the types of usable papers.
See the table below for the custom paper size.

Type

Feeding direction (mm)

Width direction (mm)

Custom paper size 0-1

148.0 to 487.7

100 to 139.6

Custom paper size 0-2

148.0 to 181.9

139.7 to 330.2

Custom paper size 1-1

182.0 to 209.9

Custom paper size 1-2

210.0 to 279.2

Custom paper size 1-3

279.3 t0 432.0

Custom paper size 1-4

432.1t0 487.7

139.7 to 181.9

Custom paper size 2-1

182.0 to 209.9

Custom paper size 2-2

210.0 to 279.2

Custom paper size 2-3

279.3 t0 432.0

Custom paper size 2-4

432.110487.7

182.0 t0 209.9

Custom paper size 3-1

182.0 to 209.9

Custom paper size 3-2

210.0 to 279.2

Custom paper size 3-3

279.310432.0

Custom paper size 3-4

432.110487.7

210.0 t0 297.0

Custom paper size 4-1

182.0 to 209.9

Custom paper size 4-2

210.0 to 279.2

Custom paper size 4-3

279.3 to 487.7

Custom paper size 4-4

432.11t0487.7

297.1 to 330.2

Custom paper size 5 (long length)

487.8 t0 630.0

100 to 330.2

n Product Overview > Specifications > Paper Type
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Feeding Width Pickup position
Type Size direction CIEETET D Right Deck | Left Deck Cassette3 Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Thin paper A3 420 297 Yes - - Yes Yes - Yes Yes

(52 to 63 g/m®) B4 364 257 Yes - - Yes Yes - Yes Yes
A4R 297 210 Yes - - Yes Yes - Yes Yes
Ad 210 297 Yes Yes Yes Yes Yes Yes Yes Yes
B5R 257 182 Yes - - Yes Yes - - Yes
B5 182 257 Yes Yes Yes Yes Yes Yes Yes Yes
A5R 210 148 Yes - - Yes Yes - - -
11x17 431.8 279.4 Yes - - Yes Yes - Yes Yes
LGL 355.6 215.9 Yes - - Yes Yes - Yes Yes
LTR 215.9 279.4 Yes Yes Yes Yes Yes Yes Yes Yes
LTRR 279.4 215.9 Yes - - Yes Yes - Yes Yes
STMTR 215.9 139.7 Yes - - Yes Yes - - -
SRA3 450 320 Yes - - Yes Yes - Yes Yes
12x18 457.2 304.8 Yes - - Yes Yes - Yes Yes
EXEC 184.1 266.7 Yes - - Yes Yes - - Yes
OFFICIO 317.5 215.9 Yes - - Yes Yes - - -
E-OFFICIO 320 220 Yes - - Yes Yes - - -
B-OFFICIO 855 216 Yes - - Yes Yes - - -
M-OFFICIO 341 216 Yes - - Yes Yes - - -
A-OFFICIO 340 220 Yes - - Yes Yes - - -
A-LTR 220 280 Yes - - Yes Yes - - -
A-LTRR 280 220 Yes - - Yes Yes - - -
GLTR-R 266.7 203.2 Yes - - Yes Yes - - -
GLTR 203.2 266.7 Yes - - Yes Yes - - -
GLGL 330.2 203.2 Yes - - Yes Yes - - -
AFLS 337 206 Yes - - Yes Yes - - -
FLS 330.2 215.9 Yes - - Yes Yes - - -
13x19 482.6 330.2 Yes - - Yes Yes - Yes Yes
K8 390 270 Yes - - Yes Yes - - Yes
K16 195 270 Yes - - Yes Yes - - Yes
K16R 270 195 - - - Yes Yes - - -
F4A 342.9 215.9 Yes - - Yes Yes - - -
Custom paper size 0-1, 0-2 - - Yes - - - - - - -
?_L:lstom paper size 1-1, 1-2, 1-3, ) ) Yes ) ) Yes Yes ) ) )
Custom paper size 2-1, 2-2, 2-3,
2-4, 3-1, 3-2, 3-3, 3-4, 4-1, 4-2, - - Yes - - Yes Yes - - Yes
4-3,4-4
Custom paper size 5 (long length) - - Yes - - - - - - -
Free size 182.0 to 487.7| 100 to 330.2 Yes - - - - - - -
Free size (long length) 487.8 t0 630.0] 100 to 330.2 Yes - - - - - - -
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1-16
Feeding Width Pickup position
Type Size direction direction - |Multi-purpose Right Deck | Left Deck Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Plain paper 1 A3 420 297 Yes - - Yes Yes - Yes Yes

(64 to 90 g/m®) B4 364 257 Yes - - Yes Yes - Yes Yes

Recycled paper 1 A4R 297 210 Yes - - Yes Yes - Yes Yes

(64 to 90 g/m?) A4 210 297 Yes Yes Yes Yes Yes Yes Yes Yes

CelerpEEer B5R 257 182 Yes - - Yes Yes - - Yes

(64 to 90 g/m’) B5 182 257 Yes Yes Yes Yes Yes Yes Yes Yes
A5R 210 148 Yes - - Yes Yes - - -
11x17 431.8 279.4 Yes - - Yes Yes - Yes Yes
LGL 355.6 215.9 Yes - - Yes Yes - Yes Yes
LTR 215.9 279.4 Yes Yes Yes Yes Yes Yes Yes Yes
LTRR 279.4 215.9 Yes - - Yes Yes - Yes Yes
STMTR 215.9 139.7 Yes - - Yes Yes - - -
SRA3 450 320 Yes - - Yes Yes - Yes Yes
12x18 457.2 304.8 Yes - - Yes Yes - Yes Yes
EXEC 184.1 266.7 Yes - - Yes Yes - - Yes
OFFICIO 317.5 215.9 Yes - - Yes Yes - - -
E-OFFICIO 320 220 Yes - - Yes Yes - - -
B-OFFICIO 555 216 Yes - - Yes Yes - - -
M-OFFICIO 341 216 Yes - - Yes Yes - - -
A-OFFICIO 340 220 Yes - - Yes Yes - - -
A-LTR 220 280 Yes - - Yes Yes - - -
A-LTRR 280 220 Yes - - Yes Yes - - -
GLTR-R 266.7 203.2 Yes - - Yes Yes - - -
GLTR 203.2 266.7 Yes - - Yes Yes - - -
GLGL 330.2 203.2 Yes - - Yes Yes - - -
AFLS 337 206 Yes - - Yes Yes - - -
FLS 330.2 215.9 Yes - - Yes Yes - - -
13x19 482.6 330.2 Yes - - Yes Yes - Yes Yes
K8 390 270 Yes - - Yes Yes - - Yes
K16 195 270 Yes - - Yes Yes - - Yes
K16R 270 195 - - - Yes Yes - - -
F4A 342.9 215.9 Yes - - Yes Yes - - -
Custom paper size 0-1, 0-2 - - Yes - - - - - - -
?_L:lstom paper size 1-1, 1-2, 1-3, ) ) Yes ) ) Yes Yes ) ) )
Custom paper size 2-1, 2-2, 2-3,
2-4, 31, 3-2, 3-3, 3-4, 4-1, 4-2, - - Yes - - Yes Yes - - Yes
4-3, 4-4
Custom paper size 5 (long length) - - Yes - - - - - - -
Free size 182.0 to 487.7| 100 to 330.2 Yes - - - - - - -
Free size (long length) 487.8 to 630.0| 100 to 330.2 Yes - - - - - - -
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1-17
Feeding Width Pickup position
Type Size direction direction - |Multi-purpose Right Deck | Left Deck Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Heavy paper 1 A3 420 297 Yes - - Yes Yes - Yes Yes

(91 to 180 g/m?) B4 364 257 Yes - - Yes Yes - Yes Yes

Letterhead A4R 297 210 Yes - - Yes Yes - Yes Yes
A4 210 297 Yes Yes Yes Yes Yes Yes Yes Yes
B5R 257 182 Yes - - Yes Yes - - Yes
B5 182 257 Yes Yes Yes Yes Yes Yes Yes Yes
A5R 210 148 Yes - - Yes Yes - - -
11x17 431.8 279.4 Yes - - Yes Yes - Yes Yes
LGL 355.6 215.9 Yes - - Yes Yes - Yes Yes
LTR 215.9 279.4 Yes Yes Yes Yes Yes Yes Yes Yes
LTRR 279.4 215.9 Yes - - Yes Yes - Yes Yes
STMTR 215.9 139.7 Yes - - Yes Yes - - -
SRA3 450 320 Yes - - Yes Yes - Yes Yes
12x18 457.2 304.8 Yes - - Yes Yes - Yes Yes
EXEC 184.1 266.7 Yes - - Yes Yes - - Yes
OFFICIO 317.5 215.9 Yes - - Yes Yes - - -
E-OFFICIO 320 220 Yes - - Yes Yes - - -
B-OFFICIO 55 216 Yes - - Yes Yes - - -
M-OFFICIO 341 216 Yes - - Yes Yes - - -
A-OFFICIO 340 220 Yes - - Yes Yes - - -
A-LTR 220 280 Yes - - Yes Yes - - -
A-LTRR 280 220 Yes - - Yes Yes - - -
GLTR-R 266.7 203.2 Yes - - Yes Yes - - -
GLTR 203.2 266.7 Yes - - Yes Yes - - -
GLGL 330.2 203.2 Yes - - Yes Yes - - -
AFLS 337 206 Yes - - Yes Yes - - -
FLS 330.2 215.9 Yes - - Yes Yes - - -
13x19 482.6 330.2 Yes - - Yes Yes - Yes Yes
K8 390 270 Yes - - Yes Yes - - Yes
K16 195 270 Yes - - Yes Yes - - Yes
K16R 270 195 - - - Yes Yes - - -
F4A 342.9 215.9 Yes - - Yes Yes - - -
Custom paper size 0-1, 0-2 - - Yes - - - - - - -
?_L:lstom paper size 1-1, 1-2, 1-3, ) _ Yes ) ) Yes Yes ) ) )
Custom paper size 2-1, 2-2, 2-3,
2-4, 3-1, 3-2, 3-3, 3-4, 4-1, 4-2, - - Yes - - Yes Yes - - Yes
4-3, 4-4
Custom paper size 5 (long length) - - Yes - - - - - - -
Free size 182.0 to 487.7| 100 to 330.2 Yes - - - - - - -
Free size (long length) 487.8 to 630.0| 100 to 330.2 Yes - - - - - - -
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1-18
Feeding Width Pickup position
Type Size direction direction - |Multi-purpose Right Deck | Left Deck Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Heavy paper 2 A3 420 297 Yes - - Yes Yes - Yes Yes

(181 to 220 g/m?) B4 364 257 Yes - - Yes Yes - Yes Yes
A4R 297 210 Yes - - Yes Yes - Yes Yes
A4 210 297 Yes Yes Yes Yes Yes Yes Yes Yes
B5R 257 182 Yes - - Yes Yes - - Yes
B5 182 257 Yes Yes Yes Yes Yes Yes Yes Yes
A5R 210 148 Yes - - Yes Yes - - -
11x17 431.8 279.4 Yes - - Yes Yes - Yes Yes
LGL 355.6 215.9 Yes - - Yes Yes - Yes Yes
LTR 215.9 279.4 Yes Yes Yes Yes Yes Yes Yes Yes
LTRR 279.4 215.9 Yes - - Yes Yes - Yes Yes
STMTR 215.9 139.7 Yes - - Yes Yes - - -
SRA3 450 320 Yes - - Yes Yes - Yes Yes
12x18 457.2 304.8 Yes - - Yes Yes - Yes Yes
EXEC 184.1 266.7 Yes - - Yes Yes - - Yes
OFFICIO 317.5 215.9 Yes - - Yes Yes - - -
E-OFFICIO 320 220 Yes - - Yes Yes - - -
B-OFFICIO 555 216 Yes - - Yes Yes - - -
M-OFFICIO 341 216 Yes - - Yes Yes - - -
A-OFFICIO 340 220 Yes - - Yes Yes - - -
A-LTR 220 280 Yes - - Yes Yes - - -
A-LTRR 280 220 Yes - - Yes Yes - - -
GLTR-R 266.7 203.2 Yes - - Yes Yes - - -
GLTR 203.2 266.7 Yes - - Yes Yes - - -
GLGL 330.2 203.2 Yes - - Yes Yes - - -
AFLS 337 206 Yes - - Yes Yes - - -
FLS 330.2 215.9 Yes - - Yes Yes - - -
13x19 482.6 330.2 Yes - - Yes Yes - Yes Yes
K8 390 270 Yes - - Yes Yes - - Yes
K16 195 270 Yes - - Yes Yes - - Yes
K16R 270 195 - - - Yes Yes - - -
F4A 342.9 215.9 Yes - - Yes Yes - - -
Custom paper size 0-1, 0-2 - - Yes - - - - - - -
?_L:lstom paper size 1-1, 1-2, 1-3, ) ) Yes ) ) Yes Yes ) ) )
Custom paper size 2-1, 2-2, 2-3,
2-4, 3-1, 3-2, 3-3, 3-4, 4-1, 4-2, - - Yes - - Yes Yes - - Yes
4-3, 4-4
Custom paper size 5 (long length) - - Yes - - - - - - -
Free size 182.0 to 487.7| 100 to 330.2 Yes - - - - - - -
Free size (long length) 487.8 to 630.0| 100 to 330.2 Yes - - - - - - -
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1-19
Feeding Width Pickup position
Type Size direction direction - |Multi-purpose Right Deck | Left Deck Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Heavy paper 3 A3 420 297 Yes - - - - - Yes Yes

(221 to 256 g/m?) B4 364 257 Yes - - - - - Yes Yes
A4R 297 210 Yes - - - - - Yes Yes
A4 210 297 Yes - - - - - Yes Yes
B5R 257 182 Yes - - - - - - Yes
B5 182 257 Yes - - - - - Yes Yes
A5R 210 148 Yes - - - - - - -
11x17 431.8 279.4 Yes - - - - - Yes Yes
LGL 355.6 215.9 Yes - - - - - Yes Yes
LTR 215.9 279.4 Yes - - - - - Yes Yes
LTRR 279.4 215.9 Yes - - - - - Yes Yes
STMTR 215.9 139.7 Yes - - - - - - -
SRA3 450 320 Yes - - - - - Yes Yes
12x18 457.2 304.8 Yes - - - - - Yes Yes
EXEC 184.1 266.7 Yes - - - - - - Yes
OFFICIO 317.5 215.9 Yes - - - - - - -
E-OFFICIO 320 220 Yes - - - - - - -
B-OFFICIO 355 216 Yes - - - - - - -
M-OFFICIO 341 216 Yes - - - - - - -
A-OFFICIO 340 220 Yes - - - - - - -
A-LTR 220 280 Yes - - - - - - -
A-LTRR 280 220 Yes - - - - - - -
GLTR-R 266.7 203.2 Yes - - - - - - -
GLTR 203.2 266.7 Yes - - - - - - -
GLGL 330.2 203.2 Yes - - - - - - -
AFLS 337 206 Yes - - - - - - -
FLS 330.2 215.9 Yes - - - - - - -
13x19 482.6 330.2 Yes - - - - - Yes Yes
K8 390 270 Yes - - - - - - Yes
K16 195 270 Yes - - - - - - Yes
K16R 270 195 - - - - - - - -
F4A 342.9 215.9 Yes - - - - - - -
Custom paper size 0-1, 0-2, 1-1,
1-2,1-3,1-4 - - Yes - - - - ] - -
Custom paper size 2-1, 2-2, 2-3,
2-4, 3-1, 3-2, 3-3, 3-4, 4-1, 4-2, - - Yes - - - - - - Yes
4-3, 4-4
Custom paper size 5 (long length) - - Yes - - - - - - -
Free size 182.0 to 487.7| 100 to 330.2 Yes - - - - - - -
Free size (long length) 487.8 to 630.0| 100 to 330.2 Yes - - - - - - -
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1-20
Feeding Width Pickup position
Type Size el O Right Deck | Left Deck | Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Transparency A3 420 297 - - - - - - - -
B4 364 257 - - - - - - - -
A4R 297 210 Yes - - - - - - -
A4 210 297 Yes - - - - - - R
B5R 257 182 - - - - - - - -
B5 182 257 - - - - - - - -
A5R 210 148 - - - - - - - -
11x17 431.8 279.4 - - - - - - R -
LGL 355.6 215.9 - - - - - - - -
LTR 215.9 279.4 Yes - - - - - - -
LTRR 279.4 215.9 Yes - - - - - - N
STMTR 215.9 139.7 - - - - - - - _
SRA3 450 320 - - - - - - - -
12x18 457.2 304.8 - - - - - - - R
EXEC 184.1 266.7 - - - - - - - R
OFFICIO 317.5 215.9 - - - - - - - R
E-OFFICIO 320 220 - - - - - - - -
B-OFFICIO 355 216 - - - - - - - R
M-OFFICIO 341 216 - - - - - - - R
A-OFFICIO 340 220 - - - - - - - -
A-LTR 220 280 - - - - - - - -
A-LTRR 280 220 - - - - - - - R
GLTR-R 266.7 203.2 - - - - - - - R
GLTR 203.2 266.7 - - - - - - - R
GLGL 330.2 203.2 - - - - - - - R
AFLS 337 206 - - - - - - - R
FLS 330.2 215.9 - - - - - - - R
13x19 482.6 330.2 - - - - - - - -
K8 390 270 - - - - - - R -
K16 195 270 - - - - - - - -
K16R 270 195 - - - - - - - R
F4A 342.9 215.9 - - - - - - - _
Custom paper size 0-1, 0-2, 1-1,
1-2, 1-3, 1-4, 2-1, 2-2, 2-3, 2-4,
B-1, 3-2, 3-3, 3-4, 4-1, 4-2, 4-3, ) . . ) ° B - B B N
k-4, 5 (long length)
Free size 182.0 to 487.7 | 100 to 330.2 - - - - - - - -
Free size (long length) 487.8 to 630.0| 100 to 330.2 - - - - - - - -
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1-21
Feeding Width Pickup position
Type Size direction direction | Mult-purpose Right Deck | Left Deck Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Labels A3 420 297 Yes - - - - - Yes -
B4 364 257 Yes - - - - - Yes -
A4R 297 210 Yes - - - - - Yes -
A4 210 297 Yes - - - - - Yes -
B5R 257 182 Yes - - - - - - -
B5 182 257 Yes - - - - - Yes -
A5R 210 148 Yes - - - - - - -
11x17 431.8 279.4 Yes - - - - - Yes -
LGL 355.6 215.9 Yes - - - - - Yes -
LTR 215.9 279.4 Yes - - - - - Yes -
LTRR 279.4 215.9 Yes - - - - - Yes -
STMTR 215.9 139.7 Yes - - - - - - -
SRA3 450 320 Yes - - - - - Yes -
12x18 457.2 304.8 Yes - - - - - Yes -
EXEC 184.1 266.7 Yes - - - - - - -
OFFICIO 317.5 215.9 Yes - - - - - - -
E-OFFICIO 320 220 Yes - - - - - - -
B-OFFICIO 355 216 Yes - - - - - - -
M-OFFICIO 341 216 Yes - - - - - - -
A-OFFICIO 340 220 Yes - - - - - - -
A-LTR 220 280 Yes - - - - - - -
A-LTRR 280 220 Yes - - - - - - -
GLTR-R 266.7 203.2 Yes - - - - - - -
GLTR 203.2 266.7 Yes - - - - - - -
GLGL 330.2 203.2 Yes - - - - - - -
AFLS 337 206 Yes - - - - - - -
FLS 330.2 215.9 Yes - - - - - - -
13x19 482.6 330.2 Yes - - - - - Yes -
K8 390 270 Yes - - - - - - -
K16 195 270 Yes - - - - - - -
K16R 270 195 - - - - - - - -
F4A 342.9 215.9 Yes - - - - - - -
Custom paper size 0-1, 0-2, 1-1,
1-2, 1-3, 1-4, 2-1, 2-2, 2-3, 2-4,
B-1, 3-2, 3-3, 3-4, 4-1, 4-2, 4-3, ) ) ) ) ) ) ) ) ) )
“-4, 5 (long length)
Free size 182.0 to 487.7 | 100 to 330.2 - - - - - - - -
Free size (long length) 487.8 to 630.0( 100 to 330.2 - - - - - - - -
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1-22
Feeding Width Pickup position
Type Size el O Right Deck | Left Deck | Cassette3 | Cassette4 | Paper Deck POD, Deck Insertion Unit
(mm) (mm) Tray Lite

Tracing A3 420 297 Yes - - - - - - Yes
B4 364 257 Yes - - - - - - Yes
A4R 297 210 Yes - - - - - - Yes
A4 210 297 Yes - - - - - R Yes
B5R 257 182 Yes - - - - - - Yes
B5 182 257 Yes - - - - - - Yes
A5R 210 148 Yes - - - - - - -
11x17 431.8 279.4 Yes - - - - - - Yes
LGL 355.6 215.9 Yes - - - - - - Yes
LTR 215.9 279.4 Yes - - - - - - Yes
LTRR 279.4 215.9 Yes - - - - - - Yes
STMTR 215.9 139.7 Yes - - - - - - _
SRA3 450 320 Yes - - - - - - Yes
12x18 457.2 304.8 Yes - - - - - - Yes
EXEC 184.1 266.7 Yes - - - - - - Yes
OFFICIO 317.5 215.9 Yes - - - - - - -
E-OFFICIO 320 220 Yes - - - - - - -
B-OFFICIO 55 216 Yes - - - - - - _
M-OFFICIO 341 216 Yes - - - - - - _
A-OFFICIO 340 220 Yes - - - - - - _
A-LTR 220 280 Yes -