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Thisbulletinisprepared to informyou that thereisapossibility that failuresin the document reading operation or the print
operation might occur after 24.85 daysin the case that the power ison al the time.

<Sympton>
In the case that the power is on all the time, any of the following symptoms might occur after 24.85 days. If none of them
occurs on the 24.85th day, there is a possibility that they might occur in a49.7-day cycle.

1. Failuresin the document reading operation

1-1. When you execute copy, scan, or fax transmission, "Adjusting, waiting to scan" message remains indicated for more
than 5 minutes, and the document reading operation does not start.

1-2. Whenyou execute copy, scan, or fax transmission, the machinetriesto read the platen board al though documents are
set in the ADF (Automatic Document Feeder), failing to pick up documents from the ADF.

1-3. After the machine finishes reading documents from the ADF, the delivery roller of the ADF keeps rotating and does
not stop.

2. Failuresin the print operation

2-1. In the case of printing multiple pages, the print operation stops halfway through the pages, and the remaining pages
are not printed. Even if this symptom occurs, received FAX dataand print datafrom a PC are stored in the internal
memory. Inthiscase, if you take out andinsert again the power supply plug (to turnthe power OFF and ON), you can
print the data.

2-2. After print of received FAX dataor copy datais completed properly, "PRINTING" message remains indicated on the
display.

<Cause>
A failure in the system timer processing dueto a bug in the firmware.

<Factory work>
The firmware version is upgraded to WL aa-06-02.

<Service wor k>

When any of the af orementioned symptoms occur, take out and i nsert again the power supply plug (to turnthe power OFF
and ON), and the system timer isreset, and the symptom is temporarily resolved. Note that the symptom might recur after
24.85 days from the date when the power is turned on again.

Each Sales Company needs to notify these symptoms on their web sites and upgrade the firmware, which will be a
permanent measure, on acomplaint basis using an appropriate method listed below according to the circumstance of each
country.
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1. Upgrade by download from the web site
Release "Canon MF Version Up Tool" which combines the countermeasure firmware and the upgrading tool.
Upload thistool to WSSS or the Sales Company's server and ask the users to download it for upgrading the firmware.

2. Upgrade using CD-ROM for upgrade use
Prepare aCD-ROM containing " Canon MF Version Up Tool" for the userswho do not havethe environment to download
the tool from the web site, and provide the upgrading set including the upgrade procedures.

3. Upgrade using SST

Have service persons upgrade the firmware of the products at user sites upon visit for repair work or of thosebrought in to
arepair agent by using SST.

Regarding the firmware upgrade procedures using SST by service persons, see the Service Support Tool Handbook.
When repairing the product for reasons other than the af orementioned symptoms, be sure to check the firmware version
and upgradeit if not yet upgraded.
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