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SB Number: SB 2H4-006                           Creation Date: 26/02/2010

Subject: Firmware upgrade
Model: FS-1350DN

Classification
Field measure When the above mentioned phenomena occur or to add the additional functions, please upgrade 

the firmware to the latest version. 
Ensure that the engine firmware is version 004.002 or newer.

Entire stock rework In-field modification at next visit No modification necessaryIn-field modification by case

Type Serial number
FS-1350DN XET9X24416

Serial numbers of affected machines

Machines produced after the above mentioned serial number, are affected by the above mentioned changes.

Type Program No. Check SUM Version Status Date
SYSTEM 2H4_3000.005.014 d1ab 005.014 06/08/2009

Firmware

Content of changes

Item Contents
1 Direct printing Direct printing of XPS data has been added.
2 Print pattern The default resolution for direct printing has been added for TIFF and JPEG files.
3 Pop up function The print menu will automatically appear on the operation panel, when an USB drive is 

inserted in the USB host.
4 XPS printing from 

E-mail
The machine can print out XPS data received through E-mail from Kyocera MFP models.

5 Added tool for 3rd 
party vendors (panel 
API) 

The panel menu additional tool has been added, to allow 3d party vendors to develop 
software to customize the operation panel menu.

6 MP tray Phenomenon
When the default cassette is set to MP tray the following may occur:

1. The indication of paper empty for the MP tray is switched OFF.
2. The “Add paper warning” is indicated, when the standard paper cassette and 
    multi purpose tray are empty.

Solution
Please use one of the following methods:

1. Operation panel: 
    Device Common          Error Handling          Set the MP Tray Empty setting to “OFF”
2. Command center:
    Basic          Device Defaults          Set the MP Tray Empty setting to “OFF”
3. Prescribe command:
    !R!MPTE 0;EXIT;(MPTE 1;On)


