
  

              KMIS Service Team, Kyocera Mita Europe                                                                   6112 / SB PF-011 

   Service Bulletin 

SB Number: SB PF-011                                    Creation Date:  17/11/2004 
Subject: Paper catches behind cursor (‘SPACER PF F/R’ added) 
Model: PF-30A, PF-35  

 
PF-35:    Paper feeder for KM-C830/C830D and KM-C850/C850D 
PF-30A: Paper feeder for KM-C830/C830D and KM-C850/C850D 
 
 
Please be informed that in order to prevent the newly set paper from being caught behind the cursor, the 
‘SPACER PF F’ (No.1), ‘SPACER PF R’ (No.2) and ‘SEAL SPACER PF35’ (No.3) have been added. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Parts Table 
 

Q’ty 
No. 

Part No. 
OLD 

Part No. 
NEW Description 

Old New
Interchange

ability Remarks 

1 ---------- 3FX06080 SPACER PF F - 2 - O Attach to ‘FRONT CUSROR’

2 ---------- 3FX06090 SPACER PF R - 2 - O Attach to ‘REAR CUSROR’ 

3 ---------- 3B707390 SEAL SPACER PF35 - 4 - O Fixation seal for No.1 & No.2

 
 
Affected Machine Serial Numbers: 
 
PF-35: W3013611 and later 
PF-30A GGP3513859 and later 
 

 

‘SPACER PF F/R’ added to prevent the paper from 
being caught by the cursor (below figure is the right 
side on the cassette). 

SEAL (No3) : 19 x 29 mm. /  t = 0.5 
Attach the SEAL to the bottom concave of 
‘SPACER PF F/R’ (No.1, No.2), and fix the spacer 
to the ‘FRONT/REAR CURSOR’ (P/N: 3B707030 / 
3B707020). 

Paper catches behind this section. 
(at right side of paper feeder) 

OLD NEW

‘REAR CURSOR’ (P/N: 3B707020) 

Sectional drawing of ‘SEAL SPACER PF-35’ (No3) 

Mylar 

double-sided tape 

 

‘SPACER PF R’ (No2) ‘SPACER PF F’ (No1) 

Attach the ‘SEAL SPACER PF-35’ (No.3) to the bottom of the spacer and attach it to the front/rear cursor. 
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