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Service Bulletin

/% KYOCERQA

SB Number: | SB PF-012 Creation Date: 07/02/2005
Subject: Attachment of ‘HEATER, DEHUMIDIFIER’ to PF-640/645/647 for KM-C2630/D
Model: PF-640, PF-645, PF-647

PF-640/645/647: Paper feeder for KM-C2630/C2630D

Please be informed that the following change has been implemented to the optional ‘HEATER, DEHUMIDI-
FIER’ in order to be able to attach it to the PF-640/645/647 for KM-C2630/D.

CONTENTS OF CHANGES
A long hole has been created in the ‘HEATER, DEHUMIDIFIER (240)'.
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additional long hole

Field Measure
When the optional ‘HEATER, DEHUMIDIFIER (240)’ is attached to PF-640/645/647 installed to a
KM-C2630/D, please mind to fix it with a screw through the newly added long hole.

v' The same ‘HEATER, DEHUMIDIFIER’ can also be used on the KM-C830/D, KM-4530/5530, KM-4850w /
KM-4845w / KM-P4845w, RU-4 and PF-410. In this case please use the former long hole. Both new and
old type DEHUMIDIFIER can be used on these machines.

v' As for KM-C2630/D, only the new type DEHUMIDIFIER can be used in combination with the PF-640 /
645/ 647.

Parts Table
Part No. Part No. — Q'ty Interchange
No. OLD NEW Description old New | ability
1 | - 3CY68030 | SET 240, HEATER - 1 - 0]
2 2A727490 2A727491 | + HEATER, DEHUMIDIFIER (240) 1 1 X 0]

Component parts of Part No. 2:

‘LABEL L, HIGH TEMPERATURE CAUTION (EXP)’ (P/N: 20305130) x 1
‘BINDING BAND SG-130’ (P/N: B1A54060) x 1
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