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Contents of changes
Item Contents
Added the option in U161 for 
setting the fuser control temperature

Currently it is only possible to change the Press roller temperature 
during “stable drive” in maintenance mode U161, the option to change 
the temperature during “waiting” (warm up) has been added.  

Latest firmware for KM-C2520/3225/3232/
2525E/3225E/3232E as of October 2007

Type Program No. CHECK SUM Version
MAIN (IPU) 2FZ_2000.024.001 52CB 024.001
ENGINE 2FZ_1000.023.001 4069 023.001
SCANNER 2FZ_1200.002.001 EA08 002.001
LANGUAGE E 2FZ_81XE.009.001 6052 009.001
PRINTER FS for 
KM-C2520/3225/3232

2FZ_3000.010.003 877D 010.003

PRINTER FS for 
KM-C2525E/3225E/3232E

2JD_3000.001.016 3178 001.016

Latest firmware for KM-C4035E as of October 2007
Type Program No. CHECK SUM Version
MAIN (IPU) 2JD_2000.003.001 8435 003.001
ENGINE 2JD_1000.006.001 2D39 006.001
SCANNER 2JD_1200.001.005 3D8F 001.005
LANGUAGE E 2JD_81XE.002.001 674C 002.001
PRINTER FS 2JD_3000.001.016 3178 001.016


